Mainline Switch Inspection Report Semi-Annual

Wou 100344, Page 1 of 3

Date _ elisfis Inspection C r?WEM§$@Q,,,; Glay

Watchman « Bléfrﬁxfi'

I Location Anjovig

2 Switchl D # — 22 3h
3 Facing _y Trailing

Rail Points

4 Point to Point St %
5 Point Condition

‘Y R Nothing less than 4 inches o
6 Point Throw. pg;, 3 172 inches on house top point protected

N 45/ R 4%

6a Point (?)em'ng
N _ 5% R_s%
7 Fit
YR
8 General Condition of the Points
@ Y R
Gage
Heel of Switch
9 Main ___ 5C%
10 Turnout  Sg." o
Il Gage ahead of Bend 25 ¢%
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turmout (%
13Main___(, %

Stock Rail
14 Bend

© Y R
15 Condition
© v R

Bolts

16 Loose o  N/A
I'7 Missing o N/A

Rivets (Huck Bolts)
NA

I8 Loose Q

9 Missing & NA

20 Cofter Pins Missing .2 NA
21 Jam Nuts Loose N/A

21a Washers @ Broken  Missing

Remarks on page
GANEIC 11102001

r greater than 8 inches.

22 Standard Jounts
(Y R NA
23 Switch Plates
YR

24 Adjustablc Braccs

&Y R NA

24a Non-Adjustable Braces
S Y R A

Switch R
25 Front Rod
S Y R NA
26 #1 Rod (Basket Rod)

?YR
27 #2 Rod
Y R

28 %3 Rod
Y R N/A
29 #4 Rod
Y R NA
30 Closure Rail
Y R
31 Surface of Switch
S YR
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
®© Y R
33 Switch Adjustments
Yes \
34 Lubrication
O Dry
35 Switch Targets/ Lamps
Ok Missing (N A
36 Latchcs
Broken  Missing
37 Locks
Broken Viissing
38 General Condition
S YR
39 Insulated Joints
(3 YR
39a Regular Joints
@ Y R






50 Location
50a Switch[D. #
51 Facing Trailing
52FrogTread N © Y R

R ®YR
53 Frog# o
54/79 Point Condition

YR

55 Condition of Frog

SYR
56 Surface of Frog

G YR

57 Throat in Inches 3%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 1”

Gage ,
58 Main Track 50N
59 Turnout Track (Y,

Gage must not be less than 56 any class
Guard Rails .
60 Guard Rail Gage N_34% R S4%,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N_s2¥% R s7%
Back to Back Gage must be less than 53 1/8”
62 Condition
S YR
63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
©YRNA
65 Turnout Track
©® Y RNA

Class 1 Gage 56” to 57 %”
More than 57 %” Qut of Service

Class 3 Gage 56” to 57”
More than 57” to 57 ¥, downgrade to

Class 2 and getsa Y
Remarks on page 3

GM-IC [1-10-2011

Frog Inspection Report Semi-Annual

79 Washers

Page 2 of 3

Turnout Ties
66 Condition

® Y R NA
67 Rail Movement
S Y R N/A

Tie Plates

68 Lead
@ Y R NA
69 Guard Rail Flangeway
Y RN_|¥% R \%
Guard Rail Flangeway can not be less 1 n”
70 Guard Rail Plates

®Y RNA
71 Frog Plates

@ Y R N/A
Bolts
73 Loose & N/A
74 Missing © NA
Rivets (Huck)

75 Loose © N/A

76 Missing o N/A
77 Nuts Missing  © N/A

78 Cotter Pins Missing o N/A
Broken__Missing__ N/A

80 Hold Down Devices
@ Y R N/A

81 Spring Housing

S Y R/N/
82 Derails

S Y R{/

83 Maximum difference in any 31 in Cross
Level on the siding from the Frog Point to

30’ beyond the last long tie

Qk Difference

84 Condition of Line thru entire turnout
Y R






Remarks

Page 3 of 3

PI'T‘TE:D fnec; E‘%:u‘?
BrTed  ya THEONT of Feog + SHeEW NG
RATTERED  Froe Wiy

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

\\%m\&@m e 018

11-10-2011






Mainline Switch Inspection Report Semi-Annual
Date _ Gfistiz_
Watchman_(v BRv4wT

I Location Buia )

2 Switch 1.D. #_1is L
3 Facing X . Trailing ‘

Rail Points

4 Point to Point
5 Point Condition

S5i3%,

© ~Y R Nothing less than 4 inches or greater than $ inches.
6 15 Oi'-’t"%’t“fm RJ lg f}?hf? on house top point protected
6a Point Opening )
N_ 4% R_ 47
7 Fit
Y R
8 General Condition of the Points
Y R
Gage

Heel of Switch

9Main__ S0 %

10 Turnout __5(,%,.

11 Gage ahead of Bend
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turmout (/2

I3Main____ ¢ 2

L'

Stock Rail
14 Bend

& Y R
15 Condition
@ Y R

Bolts

[6Loose _ ©  N/A

7 Missing o N/A -~
Rivets (Huck Bolts)

18 Loose & N A

[OMissing & N.A

20 Cotter Pins Missing o _NA

21 Jam Nuts Loose o N/A
2la Washers <Ok Broken  Missing

Remarks on page
GNEAC 11-102201

WOo# {09330

Page | of 3

Inspection Crew / Serfseer G cany

22 Standard Joints
&Y R NA

23 Switch Plates
€Y R

24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
S Y R QA
Switch R
25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
S Y R
27 #2 Rod
Y R
28 #3 Rod
® Y R NA
29 #4 Rod
Y R N/A
30 Closure Rail
Y R
31 Surface of Switch
SYR
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes

No
34 Lubricgtiﬁ

e
35 Switch Targets; Lamps
Ok Missing N/ #®

36 Latches

(K Broken  Missing
37 Locks
@)( Broken Viissing

38 General Condition
@ Y R
39 Insulated Joints

@Y R

3Y%a Regular Joints
@ Y R






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

Turnout Ties

50 Location
50a Switch D # 66 Condition
51 Facing - Trailing &Y R NA
52 Frog Tread N YR 67 Rail Movement
R ©®OYR S YRNA

53 Frog# ¢ Tie Plates
54/79 Point Condition 68 Lead

$Y R € Y RNA

69 Guard Rail Flangeway
OSYRN L R 2~
Guard Rail Flangeway can not be less 1 "

55 Condition of Frog
SYR
56 Surface of Frog

@ YR 70 Guard Rail Plates
, SY R NA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth o € Y R NA
Flangeway Depth must not be less than 1 73
Gage Bolts
58 Main Track 5% 73 Loose ©___N/A
59 Turnout Track L. 5§ 74 Missing £ NA
Gage must not be less than 56 any class
Guard Rails N Rivets (Huck)
60 Guard Rail Gage N _S4% R S+% 75 Loose < N/A
Guard Rail Gage must more than 54 3/8” 76 Missing ® NA
61 Back ToBack N sz ¥ R S2% 77 Nuts Missing N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing _© N/A
79 Washers @ Broken__ Missing_ N/A

62 Condition
®YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
YR @ Y R N/A
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y R@A
©Y R NA 82 Derails
65 Turnout Track S YR
@ Y R N/A 83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
30 beyond the last long tie
Class 1 Gage 56” to 57 %" aK Difference
More than 57 4" Out of Service
Class 3 Gage 56" to 57” 84 Condition of Line thru entire turnout
More than 57” to 57 v, downgrade to Y R

Class 2 and gets a Y
Remarks on page 3

GMJC 11-10-2011







Remarks

Page 3 of 3

Bitep Beoe Pont

SiDE WEAR on Feoe. ﬁ%m’[’

—

Jesr Srerime To Pt i TNRCAT

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:ﬂ;_

11-10-2011






Switch Inspection Report Semi-Annual
’——r“‘

Mainline

Inspection Crew

Date ‘_k_,bl?/,?jl?..‘ o
Watchman

I Location Q.ROMweLL YARD

WO# 1102849

Page 1 of 3

CHISLer - (1) .B.P—rrnur

22 Standard Joints

25witchlD # Qwy | e ©Y R NA
3 Facing ¥ Trailing 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point __ S/ 3/ @Y R NA
5 Point Condition 24a Non-Adjustable Braces
@_Y R Nothing less than 4 inches or greater than § inches. S Y R
6 l'l\)J OT;I_T;Z:Y'_TM R3 _lgls}eches on house top point protected ZS;V;?rcontRRod
6a Point Opening @ Y R NA
N_S%, R_$ %, 26 #1 Rod (Basket Rod) -
7 Fit %} Y R
QYR 27 42 Rod
8 General Condition of the Points YR
A YR 28 %3 Rod
Gage _ (SY R NA
Heel of Switch © 2944 Rod
9 Main Ve Y R NA
10 Turnout _ 8L - 30 Closure Rail
Il Gage ahead of Bend 557 Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout e Vcl L
I13Main___ ¢ Yy

Stock Rail

14 Bend

@ YR

15 Condition
Q Y R

Bolts

6 Loose _ ©  N/A
17 Missing G N/A
Rivets (Huck Bolts)

I8 Loose N A

[V Missing o N A

20 Cotter Pins A&fissing e _NA
21 Jam Nuts Loose N/A
21a Washers @ Broken  Missing

Remarks on page
GNPIC T 1e- 01

.. 37 Locks

sing a 62’ cord, not over
I"to11/2” fora Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out .
of Service
32 Head Block Ties
®Y R
33 Switch
Yes
34 Lubrication
Dry
A5 Switch Targetss Lamps
Ok Missing .
36 Latches ‘m
Broken

justments

Missing

Missing

@ Broken

~ .38 General Condition

Qv r
39 Insulated Joints
O v R

3Y9a Regular J()iﬂté
OV






50 Location
50a Switch[D. #
51 Facing Trailing
52 Frog Tread N ®YR
R ©®Y R
53 Frog # .
54/79 Point Condition
YR
55 Condition of Frog
®YR
56 Surface of Frog
YR

57 Throat in Inches 3 Y%
72 Flangeway Depth 7
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track §6'7%
59 Turnout Track L
Gage must not be less than 56” any class
Guard Rails '
60 Guard Rail Gage N _ S¢ % R sq¥%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2% R $2'%,
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R
63§ocation of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
64 Main Track
Y R N/A
65 Turnout Track
Y R N/A

Class 1 Gage 56” to 57 14
More than 57 % Out of Service

Class 3 Gage 56” to 57”
More than 57 to 57 v, downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

® Y RNA
67 Rail Movement

® Y R NA
Tie Plates
68 Lead

Y RNA
69 Guard Rail Flangeway

®YRN_I'S, R
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

Y R NA

71 Frog Plates

©Y RNA

Bolts
73 Loose o N/A
74 Missing o N/A

Rivets (Huck)

75 Loose (@) N/A
76 Missing o N/A
77 Nuts Missing =  N/A

78 Cotter Pigs Missing o N/A
79 Washer@ Broken__ Missing  N/A

80 Hold Down Devices
Y RNA
81 Spring Housing
S YR
82 Derails
S YR

83 Maximum difference in any 31 in Cross

Level on the siding from the Frog Point to

30’ beyond the last long tie
Zﬁ Difference .

84 Conditiogn of Line thru entire turnout
Y R






Remarks

Page 3 of 3

NEEDTo Creaw EXCESS (UBE OFR Prarcs

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

__________ oatesféfzﬁLg

Reviewed by: /

11-10-2011






C-2

Mainline Switch Inspection Report Semi-Annual  WO# 110206) Page 1| of 3
Date l:,o 1_13 Inspection Crew ,l. SenisieR w ‘BEVN,T
Watchman
I Location _CROMWeU YARD 22 Standard Joints
2 Switch1 D # Lwy 2 e ® Y R NA
3 Facing . Trailing 23 Switch Plates
® Y R
Rail Points 24 Adjustable Braces
4 Pointto Point _ sy Ya @Y R NA
5 Point Condition 24a Non-Adjustable Braces
S YR Nothing less than 4 inches or greater than § inches. S YR @
6 POl“nthzg} Min 3 12 mg}es on house top point protected ?gv;’ront Rod
6a Point ()penmg S YR NA
N S R__§ 26 #1 Rod (Basket Rod)
7 Fit Y R
@ YR 27 #2 Rod
8 General Condition of the Points Y R
& YR 28 #3 Rod
Gage Y R N/A
Heel of Switch 29\#4 Rod
9Main __Sply. Y R NA
10 Turnout % 30°Closure Rail
I'l Gage ahead of Bend _S¢ ¥, Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout (/5
I3Main___ (o '/g:

Stock Rail
14 Bend

5 Y R
15 Condition

® Y R

Bolts
16 Loose O  N/A
I'7 Missing o N/A

Rivets (Huck Bolts)
NCA

I8 Loose @
[9 Missing N A

20 Cotter Pins \hssmg o.. _NA
21 Jam Nuts Loose N/A

21a Washers @ Brokcn  Missing

Remarks on page
GNEIC 11102201

sing a 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” j is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
0) Dry
A5 8witch Targets 1. amps
Ok Missing &
36 Latches
Broken  Missing
37 Locks
Broken MVissing
38 General Condition
$HY R
39 Tnsulated Joints
@ Y R
39a Regular Joints
CRA






Mainline

50 Location
50a SwitchLD. #
51 Facing
52 Frog Tread N
R ®Y R
53 Frog# @
54/79 Point Condition
®YR
55 Condition of Frog
©YR
56 Surface of Frog

®YR

57 Throat in Inches 3%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

Gage 3
58 Main Track AL

59 Turnout Track 595’%

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N 4% R sa4 %
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 82", R s$2%,
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

®YR
Guard Rail Clamps
64 Main Track

Y R N/A

65 Turmout Track

©v RNA

Class 1 Gage 56” to 57 >
More than 57 %” Qut of Service

Class 3 Gage 56” to 577
More than 577 to 57 V" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM-JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

® Y RNA
67 Rail Movement

® YR NA
Tie Plates
68 Lead

@ Y R NA

69 Guard Rail Flangeway
R_+

G@ Y RN_ 1
uard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates
Y R NA
71 Frog Plates
@ Y R N/A

Bolts
73 Loose o) N/A
74 Missing o N/A

Rivets (Huck)
75 Loose 8 N/A
76 Missing o N/A
77NutsMissing o, N/A
78 Cotter Ping Missing o N/A
79 Washers Broken___Missing_  N/A

80 Hold Down Devices
®Y RNA
81 Spring Housing
S YR
82 Derails
S YR
83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
50" beyond the last long tie
Difference

84 Condi&ign of Line thru entire turnout
Y R






Remarks

Need) ™ oeqn Excess LWRE FPOM PIATES

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

AT e ———— . SE— te: d il el e

Reviewed by:

11-10-2011






C-3

WO# 1102963

Page 1 of 3

Mainline Switch Inspection Report Semi-Anmugl

13 /
Date .(eIWILB. Inspection Crew ! ScHIsLen (A) BB‘(!ANT
Watchman

I'Location CRomMwel. Yaens
2 SwitchI D # Cwy 3~ ;
3 Facing = 0O Trailing ‘

Rail Points

4 Point to Point
5 Point Condition
Y R Nothing less than 4 inches or greater than § inches.

6 Point Thr30w, Min 3 1/2 inches on house top point protected

N _ 4% R _43
6a Point Opening
NS R_sS

it

Y R

@
8 Gieneral Condition of the Points
Y R

Heel of Switch‘
9Main__ 5672
10 Turnout S % < g
11 Gage ahead of Bend  S6V1,
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumnout (%
I3Main___ ¢ /4

Y,

Stock Rail
I4 Bend

® Y R
15 Condition
Y R

Bolts
6 Loose o O N/A
I 7 Missing o N/A

Rivets (Huck Bolts)
o N A

I8 Loose
[9Missing ¢ NA

20 Cotter Pins Missing o _NA

21 Jam Nuts Loose ° N/A
2la Washers QR Broken - Missing

Remarks on page
GNPIC T -1e.200 1

22 Standard Joints
Y R NA

23 Switch Platcs
Y R

24 Adjustable Braces

® Y R NA
24a Non-Adjustable Braces
S YR
Switch R
®Y R NA
26 #1 Rod (Basket Rod)
®Y R
27 #2 Rod
Y R
28 #3 Rod
GY R NA

29 #4 Rod
év R N/A
30 Closure Rail

Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok Dry
33 Switch Targets Lainps
Ok  Missing @
36 Latches
Broken
37 Locks
Broken

@ Vissing
3% Genceral Condition

(DY R

39 Insulated Joints
QY R

39a Regular Joints
OR

Missing






Mainline

50 Location
50a Switch ID. #
51 Facing
52 Frog Tread N
R QYR
53 Frog # )
54/79 Point Condition
®YR
55 Condition of Frog
YR
56 Surface of Frog

OYR

57 Throat in Inches 3'%1
72 Flangeway Depth L
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track S,
59 Turnout Track _5(, %
Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N S43%4 R sS4
Guard Rail Gage must more than 54 3/8”
61 BackToBack N S2'%. R 523,
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

QYR
Guard Rail Clamps
64 Main Track

©Y R NA
65 Turnout Track

DY R NA

Class 1 Gage 56” to 57 1”
More than 57 %” Out of Service

Class 3 Gage 56” to 577
More than 577 to 57 1, dewngrade to

Class 2 and gets a Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
Y R N/A
67 Rail Movement
® Y R N/A
Tie Plates
68 Lead
Y RNA
69 Guard Rail Flangeway
Y RN » R [
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

S8Y RNA
71 Frog Plates

@ Y R N/A
Bolts
73 Loose (5} N/A
74 Missing o N/A
Rivets (Huck)

75 Loose © N/A

76 Missing o N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing o N/A
79 Washers OR Broken__ Missing_ N/A

80 Hold Down Devices
€Y R NA

81 Spring Housing
S'Y Ry

82 Derails
S YR

83 Maximam difference in any 31 in Cross

Level on the siding from the Frog Point to
30’ beyond the last long tie
Difference

84 Condition of Line thru entire turnout
®OYR






Remarks

Page 3 of 3

EXCESY CUBE on PLATES  Neep To cuean

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:%ég’_ [{_

_____ Date:_ é;’ﬁ/ - JE

11-10-2011






C

Mainline Switch Inspection Report Semi-Anmugl

Date  holts

Watchman
I Location _CROMWEWL AR

2 Switch I D. # Q—‘*"f 4 o
3 Facing  x Tralhng

Rail Points
4 Point to Point 51/

5 Point Condition
S YR Nothing less than 4 inches

N_ 4%,
6a Point Openmg
N S R_S
7 Fit
QYR
8 General Condition of the Points
S Y R
Gage
Heel of Switch
9Main __ S06%
10 Turnout <, 5/
11 Gage ahead of Bend 1'%

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread i in [nches
Turnout _ (, /4

13 Main @) él;.' “

Stock Rail
I4 Bend

SY R
15 Condition
©Y R

Bolts

[6Loose 0  N/A
I'7 Missing 0 N/A

Rivets (Huck Bolts)
N. A

I8 Loosc o
9 Missing N A

20 Cotter Pins Mnssmg 2.0 NA
21 Jam Nuts Loose N/A

2la Washers (0K  Broken  Missing

Remarks on page
GANPIC F)-te- 200

Inspection Crew

or greater than &% inches.
6 Point Throw. p4n 3 I/24.n‘yhes on house top point protected

WO# _1102@bL, Page | of 3
T Sewswe. i .B.@fe-v_r ~

22 Standard Joints
©Y R NA
23 Switch Plates
Y R

24 Adjustable Braccs

Y R NA
24a Non-Adjustable Braces

SY R(E:Z)
Switch R

25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
®YR
28 #3 Rod
Y R NA
29 #4 Rod
Y R NA
30 Closure Rail
©Y R
31 Surface of Switch
Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than § 1/2” to | 3/4"
For a R, Great than 13/4” ; is Out
of Service
32 Head Block Ties
Y R

33 Switch Adjustments
Yes

34 Lubrication

g? Dry
35 8witch Targets/ 1. amps

Ok Missing
36 Latches

?)( Broken  Missing
37 Locks

Broken Missing
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints
Y R






50 Location

50a SwitchID. #

51 Facing Trailing

52 Frog Tread N S YR
R SYR

53 Frog # 8

54/79 Point Condition
©y R
55 Condition of Frog
6Y R
56 Surface of Frog
®YR

57 Throat in Inches 3%
72 Flangeway Depth 1
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track Su'A
59 Turnout Track S,.%
Gage must not be less than 56> any class
Guard Rails
60 Guard Rail Gage N_S¢% R 54%,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 527%, R S2Y%,
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R

63 Location of Guard Rail (Relation to Point)

SYR
Guard Rail Clamps
64 Main Track

Y R NA
65 Turmout Track

® Y R NA

Class 1 Gage 56” to 57 4
More than 57 %” Out of Service

Class 3 Gage 56” to 57”
More than 57” to 57 V. downgrade to

Class 2 and gets a Y
Remarks on page 3

GMIC 11-10-2011

Frog Inspection Report Semi-Annugl

79 Washers (O

Page 2 of 3

Turnout Ties
66 Condition
Y R NA
67 Rail Movement
Y R N/A
Tie Plates
68 Lead
©Y RNA
69 Guard Rail Flangeway
YRN_2 R 1
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates
Y R N/A
71 Frog Plates
@ Y R N/A

Bolts

73 Loose D N/A
74 Missing © NA

Rivets (Huck)

75 Loose © N/A
76 Missing e N/A
77 Nuts Missing &  N/A

78 Cotter Ping Missing o N/A
Broken__ Missing  N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
S YR
82 Derails
S Y R
83 imum difference in any 31" in Cross
Level on the siding from the Fro Point to
30’ beyond the last long tie
@ Difference

84 Condition of Line thru entire turnout
QYR






Remarks

Page 3 of 3

_£xcess Lupe on Pares, wlees To cpad

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: =

11-10-2011






C-5

Switch Inspection Report Semi-Annual

Mainline

. elzalis
G LAM

Date
Watchman

Wo#llozges

Page 1 of 3

Inspection CrewT ,SCHISLL—:R,, Y, ”Bg.'(nmt

22 Standard Joints

I'Location CRomwew Yaws
ZSwitch1D # cwy § Y R NA
3 Facing  y Trailing 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point _ S/ % Y R NA
5 Point Condition 24a’Non-Adjustable Braces
6(P&YtT‘}: Nothing less than 4 inches or greater than & inches. Swis YR R
oint Throw, ng; ; ;
N 454 _T"'R’, '?.{;Igéhﬂes on house top point protected 25 Front Rod
6a Point Opening @ Y R NA
N_S% R_Sa 26 #1 Rod (Basket Rod)
7 Fit Y R
@ Y R 27 #2 Rod
8 General Condition of the Points Y R
Y R 28%3 Rod
age Y R NA
Heel of Switch 29 #4 Rod
9 Main __S6%, ® Y R NA
10 Turnout _s¢. 3 30 Closure Rail
Il Gage ahead of Bend ¢ % Y R
31 Surface of Switch

Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turnout (/4 o
[3Main___ ¢, %

Stock Rail
14 Bend
S YR
15 Condition
Qv R

Bolts
6 Loose 0

17 Missing 9

Rivets (Huck Bolts)

I8 Loose o

Y9 Missing o

20 Cotter Pins Missing
21 Jam Nuts L.oose

2la Washers @

Remarks on page
GNIC 111200

N/A
N//\

_NA
N/A
- Missing

N A
N A
2

Broken

@y R
Using a 62’ cord, not over
I"to11/2”foray and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
Dry
15 SWwitch Targets/| amps
Ok Missing
36 Latches

Broken Missing
37 Locks
Broken Missing
38 General Condition
S YR
39 Insulated Joints
% Y R

39 Regular Joints

€7YR






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch LD . # 66 Condition
51 Facing Trailing Y R NA
52 Frog Tread N ® YR 67 Rail Movement
R BYR ® YR NA
53Frog# @ Tie Plates
54/79 Point Condition 68 Lead
Y R ®© Y RNA
55 Condition of Frog 69 Guard Rail F langeway
®YR YRN_ /'™ R
56 Surface of Frog Guard Rail Flangeway can not be less 1 4”
€Y R 70 Guard Rail Plates
®Y R NA
57 Throat in Inches __ 2Ya 71 Frog Plates
72 Flangeway Depth 2 @ Y R N/A
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track S,/ 73 Loose c N/A
59 Turnout Track _ =, 54 74 Missing © N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N S4% R sa¥, 75 Loose ° N/A
Guard Rail Gage must more than 54 3/8” 76 Missing o N/A
61 Back ToBack N S2% R v, 77 Nuts Missing  ©  N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing © N/A
79 Washers @ Broken__ Missing  N/A

62 Condition
©YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
YR ®©Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y R
©Y R NA 82 Derails
65 Tumout Track S Y R/ ,
@ Y R N/A 83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
30° beyond the last long tie
Class I Gage 56 to 57 1" @ Difference_
More than 57 %" Out of Service
Class 3 Gage 56" to 577 84 Condition of Line thru entire turnout
More than 57” to 57 4" downgrade to (9 Y R

Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011







Remarks

Page 3 of 3

3 .% Ross _BénT

_EXcessSIve (upe on PLATES

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by,&_

AR

11-10-2011






C-§

Switch Inspection Report Semi-Annual

WO# 1lo 2870

Page 1 of 3

Mainline
Date _(9/,2/‘?/‘_?1 o Inspection CrewT OcHisLER w. BRYANT
Watchman_ & LA

| Location CRoOMwELL YArs
2 SwitchI D # CwY & o

3 Facing X Tmiliﬁé o
Rail Points
4 Point to Point __ 517, .

5 Point Condition
6@; .Y T‘}T Nothing less than 4 inches or greater than $ inches,
o't JUIOW. Min 3 172 inches on house ¢ int protected
N_ a4l i _._,4’/2; gs on house top point protecte
6a Point Opening p
N_4h
7 Fit
@Y R
8 General Condition of the Points

®v R

Gage

Heel of Switch

9 Main _SCY%,

10 Turnout ¢, %,

Il Gage ahead of Bend ¢

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread jn Inches
Turnout G4, L

13Main e

Stock Rail

14 Bend
Y R

I5 Condition

@ v R
Bolts

6 Loose _ © N/A

I7 Missing o N/A
Rivets (Huck Bolts)

18 Loose o N A

9 Missing o N A
20 Cotter Pins Missing o . NA
21 Jam Nuts logse N/A
2la Washers @ Broken Missing

Remarks on page
G\ IC P 200y

22 Standard Jonts
© Y R NA

23 Switch Platcs
® Y R

24 Adjustable Braces

@Y R NA
24a Non-Adjustable Braces

S YR
Switch R
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
g’ Y R
27 #2 Rod
Y R
28 #3 Rod
S Y RQUA
29 #4 Rod
SY R@
30 Closure Raj
Y R

31 Surface of Switch
@Y R
Using a 62’ cord, not over
I"to11/2”foray and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes [o)
34 Lubrication
Dry
35 Switch Targets; Lamps

Ok Missing

36 Latches

Broken Missing
37 Locks
@ Broken Vissing

38 General Condition
Y R
39 Tnsulated Joints
S'Y R
39a Regular Joints
QY r






50 Location
50a Switch ID. 4
51 Facing Trailing
52 Frog Tread N YR
R ®YR
53 Frog #
54/79 Point Condition
YR

55 Condition of Frog

DY R
56 Surface of Frog

@ YR

57 Throat in Inches 3%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 15”
Gage
58 Main Track S
59 Turnout Track __§ L2
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N_S9% R S4%,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 52% R S %
Back to Back Gage must be less than 53 1/8”
62 Condition

(5YR
63 Location of Guard Rail (Relation to Point)

®YR
Guard Rail Clamps
64 Main Track

Y R NA

65 Turnout Track

@Y rRNA

Class 1 Gage 56” to 57 14"

More than 57 %" Out of Service
Class 3 Gage 56" to 57

More than 57" to 57 v,» downgrade to
Class 2 and getsa Y

Remarks on page 3

GM JC 11102011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties

66 Condition
® Y RNA
67 Rail Movement
®© YR NA
Tie Plates
68 Lead
®YRNA
69 Guard Rail F langeway
OY RN 174 r 1%
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
®Y R NA
71 Frog Plates
® Y R NA

Bolts
73 Loose @ N/A
74 Missing b N/A

Rivets (Huck)

75 Loose © N/A
76 Missing o N/A
77 Nuts Missing e NA
78 Cotter Pins Missing o N/A

79 Washers © Broken__ﬁMissing___ N/A
80 Hold Down Devices
Y R N/A
81 Spring Houging
S YR
82 Derails
S Y RNA

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
30" beyond the last long tie
Difference

84 Condition of Line thru entire turnout

™Y R






Remarks

Page 3 of 3

Excessive Lvre o~ Praree

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Date:__z::,,}z_:l S

Reviewed b»h“\\\n\& ':;\g\

L1-10-2011






Switch Inspection Report Semi-Annual  WO# 1102712 Page | of 3

Inspection CrewT Scm;g__eg W ABRH’ﬂU‘IL

Mainline

Date ¢l2al203
Watchman_ G LA~
I Location _Clomwere YAZD

2SwichlD # _Cwy =7 .
3. _ . Triling )

Rail Points

4 Point to Point _ 51",
5 Point Condition

22 Standard Joints
© Y R NA

23 Switch Platcs

Y R
24 Adjustable Braces

©Y R NA

24a Non-Adjustable Braces
S Y R @A

S YR Nothing less than 4 inches or greater than % inches. .
Switch R

6 Point Throw, Min 3 lg‘i,nches on house top point protected
g PO

N_4% R 4
6a Point Opening

N_4% R as
7 Fit

8 General Condition of the Points

&Y R

Gage

Heel of Switch

9 Main ‘S(a'f/r_?»_ _

10 Turnout AVe

Il Gage ahead of Bend S
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout G “4

[3Main__ ¢ %

Stock Rail
14 Bend
® YR
15 Condition
B Y R

Bolts
16 Loosc _ ® N/A
I'7 Missing o N/A

Rivets (Huck Bolts)

I8 Loosc ® N oA
Y Missing o2 N A

20 Cotter Pins Missing o _NA

21 Jam Nuts .oose N/A
21a Washers @ Broken Missing

Remarks on page
GNEIC T 1200

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)

27(?2 lZodR

® YR

2843 Rod
Y R NA
29 ¥4 Rod
Y R N/A
30 Closure Rail
Y R
31 Surface of Switch
Y R
Using a 62’ cord, not over
I"to11/2” foray and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
( Dry
15°8witch Targets; Lam

Ok Missing N

36 Latches
Broken Missing
37 Locks

Broken Vissing
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints
Y R






Mainline

50 Location
50a SwitchILD. #
51 Facing
52 Frog Tread N
R QYR
53Frog# @
54/79 Point Condition
®@YR

55 Condition of Frog

GYR
56 Surface of Frog

® YR

57 Throat in Inches 3%
72 Flangeway Depth 13
Flangeway Depth must not be less than 1 %”
Gage,
58 Main Track Se '/
59 Turnout Track St
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N _S+%,. R s¢¥%,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _S2%. R 525/
Back to Back Gage must be less than 53 1/8”
62 Condition

©Y R
63 é}ocation of Guard Rail (Relation to Point)

Y R

Guard Rail Clamps
64 Main Track

Oy R NA
65 Turnout Track

@ Y R N/A

Class 1 Gage 56” to 57 14"

More than 57 %” Out of Service
Class 3 Gage 56 to 57~

More than 57" to 57 V,” downgrade to

Class 2 and getsaY
Remarks on page 3

GMIC 1T-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties
66 Condition

©® Y RNA
67 Rail Movement

§ Y R NA
Tie Plates
68 Lead

® Y RNA
69 Guard Rail Flangeway

YRN_ (% R |%

Guard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates

®Y R NA
71 Frog Plates

® Y R NA
Bolts
73 Loose o N/A
74 Missing e_N/A
Rivets (Huck)

75 Loose ) N/A

76 Missing [9) N/A
77 Nuts Missing ¢ N/A

78 Cotter Pins Missing O N/A
79 Washers @ Broken__ Missing  N/A

80 Hold Down Devices
QY RNA

81 Spring Housing
S YR

82 Derails
S YR

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
30° beyond the last long tie

Difference

84 Condition of Line thru entire turnout
Y R






Remarks

Page 3 of 3

Excessivé  Luee pPuaTes

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b}'fu_,&k_v A B Datef_“_MZt,_f/) - \>

[1-10-2011






